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SKF-770 Dual-Drive 2-Way Front Speakers
• 8 cm Cone Woofer x 2  • 2.5 cm Balanced-Dome Tweeter  
• WHD: 262 x 1050 x 262 mm  • 5.2 kg

SKC-770 Dual-Drive 2-Way Center Speaker
• 8 cm Cone Woofer x 2  • 2.5 cm Balanced-Dome Tweeter  
• WHD: 430 x 115 x 121 mm  • 2.2 kg

SKR-770  Full-Range Surround Speakers
• 8 cm Cone • WHD: 115 x 230 x 96 mm  • 1.0 kg 
All speakers feature an impedance of 6 � , maximum input power of 130 W, 
and all except the front speakers are wall-mountable.

SKW-770  Bass Re�ex Powered Subwoofer
• 25 cm Cone  • Down-Firing  • Max. Output Power: 290 W   
• WHD: 275 x 507 x 411 mm  • 11.6 kg

SKF-648 2-Way Acoustic Suspension Front Speakers
• 8 cm Cone Woofer  • 2.5 cm Balanced-Dome Tweeter   
• Solid-Style, High-Density Speaker Cabinets   
• WHD: 102 x 170 x 105 mm  • 1.0 kg

SKC-648 Dual-Drive 2-Way Center Speaker
• 8 cm Cone Woofer x 2  • 2.5 cm Balanced-Dome Tweeter  
• Solid-Style, High-Density Speaker Cabinet   
• WHD: 277 x 110 x 110 mm  • 1.7 kg

SKR-648  Full-Range Acoustic Suspension Surround 
Speakers
• 8 cm Cone  • Solid-Style, High-Density Speaker Cabinets   
• WHD: 102 x 170 x 105 mm  • 0.9 kg 
All speakers feature an impedance of 6 �  and maximum input power 
of 130 W.

SKW-501E  Bass Re�ex Powered Subwoofer
• 20 cm Cone  • Rated Output Power: 80 W (Minimum 
Continuous Power, 4 Ω, 100 Hz, 1%, IEC)  • Down-Firing   
• WHD: 230 x 425 x 412 mm  • 9.1 kg

SKF-528 Full-Range Bass Re�ex Front Speakers
• 8 cm Cone  • Gloss Finished  • Magnetically Shielded   
• WHD: 101 x 175 x 116 mm  • 0.7 kg

SKC-528 Full-Range Bass Re�ex Center Speaker
• 8 cm Cone  • Gloss Finished  • Magnetically Shielded   
• WHD: 273 x 101 x 106 mm  • 1.0 kg

SKR-528 Full-Range Bass Re�ex Surround Speakers
• 8 cm Cone • Gloss Finished   
• WHD: 101 x 175 x 116 mm  • 0.7 kg   
All speakers feature an impedance of 6 � , maximum input power of 120 W, 
and wall-mounting capability.

SKW-501 Bass Re�ex Powered Subwoofer
• 20 cm Cone  • Down-Firing  • Max. Output Power: 150 W  
• Auto Standby/On Circuitry   
• WHD: 230 x 425 x 412 mm  • 9.1 kg

SKS-HT728 
5.1-Channel  
Home Cinema  
Speaker System

SKS-HT648 
5.1-Channel  
Home Cinema  
Speaker System

SKS-HT528 
5.1-Channel  
Home Cinema  
Speaker System

BLACK BLACK BLACK

• Rated Output Power: 120 W 
Minimum Continuous Power  
(4 Ω, 100 Hz, Maximum 1% 
THD)  • 25 cm Cone   
• Adjustable Crossover 
Frequency (50 Hz–200 Hz)   
• Phase Switch (0° or 180°)   
• Output-Level Control  • Line 
Input  • Frequency Response:  
25 Hz–200 Hz  • WHD: 275 x 
507 x 411 mm  • 11.6 kg

• 10 cm A-OMF Monocoque Diaphragm Woofer  
• 3 cm Ring-Drive Tweeter  • Supported by a 
Large Voice Coil  • Takamine Acoustic Voicing 
Technology Construction  • Aero Acoustic Drive 
for Powerful and Natural Sound  • Network Circuit 
with High-Quality Parts  • Gold-Plated, Banana 
Plug-Compatible Speaker Posts  • Frequency 
Response: 50 Hz–100 kHz  • Impedance: 4 Ω   
• Max. Input Power: 200 W   
• WHD: 133 x 276 x 220 mm  • 2.9 kg

BLACK SILVER

SKW-208 
Bass Reflex Powered 
Subwoofer

D-TK10 
2-Way  
Bass Reflex  
Speakers

• Superior Quality for Digital Music Files  • Video Playback 
and Photo Slideshows via Component Video Output  • Track 
Lists and Song Information Displayed via On-Screen Display   
• Recharges iPod/iPhone  • WHD: 110 x 54 x 112 mm   
• 300 g
Compatible iPod/iPhone Models: iPod touch (1st, 2nd, 3rd, and 4th Generation), 
iPod classic, iPod with color display, iPod with click wheel (4th Generation), iPod 
with video (5th Generation), iPod mini, and iPod nano (1st, 2nd, 3rd, 4th, 5th, 
and 6th Generation), iPhone, iPhone 3G, iPhone 3GS, iPhone 4

• Audio and Video Playback from iPod/iPhone/iPad  • Link with 
Onkyo A/V Receiver and Hi-Fi Components via RI (Remote 
Interactive) Control  • AirPlay Capability  • Wi-Fi Certified   
• Ethernet Port  • Analog and Digital Audio Outputs   
• Composite Video Output  • Recharges iPod/iPhone/iPad   
• WHD: 136 x 54 x 121 mm  • 223 g
Compatible iPod/iPhone/iPad Models: iPod nano (2nd, 3rd, 4th, 5th, and 6th 
Generation), iPod classic (80 GB, 120 GB, 160 GB), iPod touch (1st, 2nd, 3rd, 
and 4th Generation), iPhone, iPhone 3G, iPhone 3GS, iPhone 4, iPhone 4S, iPad, 
iPad (Wi-Fi + 3G), iPad 2 (Wi-Fi), iPad 2 (Wi-Fi + 3G), New iPad

• Bluetooth Version 3.0 Capability 
(Compatible Profile: A2DP 1.2)  • Pair 
Your iPad, iPhone, iPod touch, Tablet PC, 
and Cellphone with Onkyo Components   
• Features CSR’s aptX® Codec for 
Optimized Audio Streaming  • Supports 
AAC Format  • Auto Power-On and 
Direct Input Change Function on Hybrid 
Standby Status  • Compatible with 2012 
Series A/V Receivers (TX-NR414 and 
Higher) and CS-N755   
•  WHD: 56 x 24 x 11 mm  •  10 g
For more information, please visit the Onkyo website  
(www.onkyo.com).While Onkyo has confirmed 
compatibility with a wide range of devices at its 
testing facilities, it cannot guarantee performance with 
all third-party Bluetooth-compatible devices.

• Provides Wireless Link to Network-
Capable Onkyo A/V Receivers and 
Stereo Receivers  • Connects Directly 
to Receiver via USB  • Direct Audio 
Streaming via Wireless Router  • 2.4 GHz 
Wireless Transmission Frequency   
• WHD: 29.8 x 8.4 x 17.0 mm  • 3.4 g
Note: The UWF-1 is compatible only with Onkyo 
receivers and does not connect directly with PCs.  
For more information, please visit the Onkyo website 
(www.onkyo.com)

• Easy Connection via Universal Port  • Audio and Video 
Playback  • Recharges iPod/iPhone  • Control via Compatible   
A/V Receiver’s Remote Controller   
• WHD: 83 x 33 x 74 mm   • 200 g
Compatible iPod/iPhone Models: iPod touch (1st and 2nd Generation), iPod 
classic, iPod with click wheel (4th Generation), iPod with video  
(5th Generation), iPod photo, iPod mini, and iPod nano (1st, 2nd, 3rd, and 4th 
Generation), iPhone, iPhone 3G.

Note: UP-A1 is compatible only with those Onkyo components featuring a 
Universal Port.

DS-A4
Remote Interactive Dock for the iPod/iPhone

DS-A5
Dock for iPod/iPhone/iPad with AirPlay

UBT-1
Bluetooth USB Adapter

UWF-1
Wireless LAN Adapter

UP-A1
Dock for the iPod/iPhone

BLACKBLACK BLACK

(iPhone not included)(iPhone not included)
(iPhone not included)
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Channels

Amplifier  feAtures

WRAT (Wide Range 
Amplifier Technology)

Three-Stage Inverted 
Darlington Circuitry

VLSC™ (Vector Linear 
Shaping Circuitry)

Discrete Output Stage 
Circuitry

PLL Jitter-Cleaning Circuit 
Technology

Independent Transformers 

Isolated Power Amp and 
Pre-Amp Block

Separate Aluminum Panel 
Construction

processing feAtures

THX® Certified

Dolby® TrueHD and  
DTS-HD Master Audio™ 

DTS Neo:X™

Audyssey DSX®

Dolby® Pro Logic® IIz

Burr-Brown 192 kHz/ 
24-Bit Audio DACs

Video Processing Engine

Video Upscaling

Video Upconversion 
(Analog to HDMI)

ISF Video Calibration

InstaPrevue™

4 DSP Modes for Gaming

Pure Audio Mode

connection feAtures

HDMI® Inputs/Outputs

3D Video and ARC Ready

Zone 2 HDMI Out

MHL™ (Mobile High-
Definition Link)

USB Ports

Network Connectivity

Supports Onkyo Remote 
App

Wireless LAN Ready

Bluetooth Ready

Component Video Inputs/
Outputs

Digital Audio Inputs

Pre-Out Channels

Multizone Powered Audio 
 

Bi-Amping Capability

Banana Plug-Compatible 
Speaker Posts

RS232, IR, and 12 V Trigger 

D-Sub Video Input for PC

RIHD (Remote Interactive 
over HDMI)

other feAtures

Room Calibration 

Dolby® Volume

On-Screen Display via HDMI 

Home Menu and Quick 
Setup

Hybrid Standby

Smart Grid Mode

Firmware Update

Crossover Adjustment

Digital Crossover 
Processing Network

Differential DAC

A/V Sync Control

Tone Control  

RI Remote Control

Color

9.2 

3 

3 

3 

3 

3 

3  
(Toroidal)

3 

3 

THX® Ultra2 Plus™

3 

3

3

3

2 Ch x 7  
(32-Bit)

HQV® and Qdeo™

Up to 4K

3 

3

3

3

3

8+1/2

3

3

3 

2

3

3 

3

3

2/1 

4 Optical, 3 Coaxial

11.4 

Zone 3 

3

3  
(Gold Plated)

3 

3

3 

Audyssey MultEQ® 
XT32

3

1080p GUI 

3 

3

3

3

3 (Independent)

3 

Up to 5.1 Channels

Up to 800 ms

All Channels  
(Except Zone 2/3)

Bi-Directional

Black or Silver 

7.2 

3 

3 

 

3 

3 

 

3 

 

THX® Select2 Plus™

3 

3

3

3

8 Ch x 1 + 2 Ch x 1 

HQV® and Qdeo™

Up to 4K

3 

3

3

3

3

7+1/2

3

3 

2

3

3 

3

3

2/1 

3 Optical, 3 Coaxial

9.2

Zone 3* 

3

3 

3 

3

3 

Audyssey MultEQ® 
XT32

3

1080p GUI 

3 

3

3

3

3 (Independent)

3 

Front Channels 

Up to 800 ms

Front Channels 
 

Bi-Directional

Black or Silver

9.2 

 

 

3 

3 

3 

3  
(Toroidal)

 

3 

THX® Ultra2 Plus™

3 

3

3

3

2 Ch x 6  
(32-Bit)

HQV® and Qdeo™

Up to 4K

3 

3

3

3

7+1/2

3

 

2

3

3 

3

3/1 

4 Optical, 3 Coaxial

9.2

Zone 3   
(Line Out Only)

3

 

3 

3

3 

Audyssey MultEQ® 
XT32

3

1080p GUI 

 

3

3 (Independent)

 

Up to 800 ms

All Channels 

Bi-Directional

Black

7.2 

3 

3 

 

3 

3 

 

 

 

THX® Select2 Plus™

3 

3

3

8 Ch x 1 + 2 Ch x 1 

 Qdeo™

Up to 4K

3 

3

3

3

7+1/2

3

3 

2

3

3 

3

3

2/1 

2 Optical, 3 Coaxial

7.2

Zone 3* 

3

3 

IR Input, 12 V Trigger 
Only

3

3 

Audyssey 2EQ®  

1080p GUI 

3 

3

3

3

3 (Independent)

 

Up to 800 ms

Front Channels  

Preprogrammed

Black or Silver

9.2 

3 

3 

3 

3 

3 

 3 

3 

 

THX® Ultra2 Plus™

3 

3

3

3

2 Ch x 7 

HQV® and Qdeo™

Up to 4K

3 

3

3

3

3

8+1/2

3

3

3 

2

3

3 

3

3

2/1 

3 Optical, 3 Coaxial

11.4 

Zone 3 

3

3 

3 

3

3 

Audyssey MultEQ® 
XT32

3

1080p GUI 

3 

3

3

3

3 (Independent)

3 

Up to 5.1 Channels

Up to 800 ms

All Channels  
(Except Zone 2/3)

Bi-Directional

Black or Silver

7.2 

3 

3 

 

3 

S/PDIF Only 

 

 

 

THX® Select2 Plus™

3 

Front High Only

3

8 Ch x 1 + 2 Ch x 1 

Qdeo™

Up to 4K

3 

3

3

3

7+1/2

3

3 

2

3

3 

3

3

1/1 

2 Optical, 2 Coaxial

2 Subwoofers Only

Zone 2 

3   
(Except Zone 2)

 

3 

Audyssey 2EQ®  

1080p GUI 

3 

3

3

3

3 (Independent)

 

Up to 800 ms

Front Channels 
 

Preprogrammed

Black or Silver

5.1 

3 

 

 

3 

S/PDIF Only 

 

 

 

3 

8 Ch x 1 + 2 Ch x 1 

 

3

3

3

6/1

3

 

1

3

3 

3

3

2/1 

2 Optical, 2 Coaxial

Subwoofer Only

Zone 2  
(Line Out Only)

3 

 

3 

 

Text 

3 

3

3

3

3

 

Up to 400 ms

Front Channels 
 

Preprogrammed

Black or Silver

7.2 

3 

3 

3 

3 

3 

 

3 

 

THX® Ultra2 Plus™

3 

3

3

3

2 Ch x 6 

HQV® and Qdeo™

Up to 4K

3 

3

3

3

3

8+1/2

3

3

3 

2

3

3 

3

3

2/1 

3 Optical, 3 Coaxial

9.2

Zone 3* 

3

3 

3 

3

3 

Audyssey MultEQ® 
XT32

3

1080p GUI 

3 

3

3

3

3 (Independent)

3 

Up to 5.1 Channels

Up to 800 ms

All Channels  
(Except Zone 2/3)

Bi-Directional

Black or Silver

7.2 

3 

 

 

3 

S/PDIF Only 

 

 

 

3 

3

8 Ch x 1 + 2 Ch x 1 

Qdeo™

Up to 4K

3 

3

3

3

7+1/2

3

3 

2

3

3 

3

3

1/1 

2 Optical, 2 Coaxial

2 Subwoofers Only

Zone 2 

3   
(Except Zone 2)

 

3 

Audyssey 2EQ®  
 

1080p GUI 

3 

3

3

3

3 (Independent)

 

Up to 800 ms

Front Channels 
 

Preprogrammed

Black or Silver

5.1 

3 

 

 

3 

S/PDIF Only 

 

 

 

3 

8 Ch x 1 

 

3

4/1

3

 

1

 

2/1 

2 Optical, 1 Coaxial

Subwoofer Only

 

 

 

3 

 

Text 

 

3

 

Up to 400 ms

Front Channels  

Full Function

Black or Silver

A/V receiVers TX-NR5010 TX-NR818PR-SC5509 TX-NR717TX-NR3010 TX-NR616 TX-NR414TX-NR1010 TX-NR515 TX-SR313

F E AT U R E S

*All zones must share two-channel configuration for simultaneous house-wide audio playback.
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S P E C I F I C AT I O N S

Amplifier section

Power Output 
 All Channels  
 (except for subwoofers) 
 

Dynamic Power 
 

THD (Total Harmonic 
Distortion + Noise) 

Damping Factor 

Input Sensitivity and 
Impedance 

Rated RCA Output Level 
and Impedance

Maximum RCA Output 
Level and Impedance

Phono Overload 

Frequency Response 
 

Tone Control 
 Bass 
 Treble

Signal-to-Noise Ratio 
 
 

Speaker Impedance 

Video section

Input Sensitivity/Output 
Level and Impedance 
 
 
 
 
 
 
 

Component Video 
Frequency Response

tuner section

Tuning Frequency Range 
 FM  
 AM

Preset Memory

generAl

Power Supply 

Power Consumption

Dimensions (W x H x D) 

Weight 

 
220 W/Ch  

(6 Ω, 1 kHz, 1%,  
1 Channel Driven, 

IEC)

400 W (3 Ω, Front) 
300 W (4 Ω, Front) 
180 W (8 Ω, Front)

0.05%  
(20 Hz–20 kHz,  
Rated Power)

60  
(Front, 1 kHz, 8 Ω)

200 mV/47 kΩ (Line) 
2.5 mV/47 kΩ  
(Phono MM)

1 V/470 Ω  
(Pre Out)

5.5 V/470 Ω  
(Pre Out)

70 mV  
(MM, 1 kHz, 0.5%)

5 Hz–100 kHz/ 
+1 dB, -3 dB  
(Direct Mode)

 
±10 dB, 50 Hz  
±10 dB, 20 kHz 

110 dB  
(Line, IHF-A) 

80 dB  
(Phono MM, IHF-A)

4 Ω–16 Ω or  
6 Ω–16 Ω

1.0 Vp-p/75 Ω 
(Component Y) 
0.7 Vp-p/75 Ω 

(Component PB/CB, 
PR/CR) 

1.0 Vp-p/75 Ω 
(Composite) 

 
 

5 Hz–100 MHz  
(+0 dB, -3 dB)

 
87.5 MHz–108 MHz 
522 kHz–1,611 kHz

40 Stations

AC 220–240 V~, 
50/60 Hz 

1,160 W

435 x 198.5 x  
463.5 mm

25.0 kg 

 
200 W/Ch  

(6 Ω, 1 kHz, 1%,  
1 Channel Driven, 

IEC)

320 W (3 Ω, Front) 
270 W (4 Ω, Front) 
160 W (8 Ω, Front)

0.05%  
(20 Hz–20 kHz,  
Rated Power)

60  
(Front, 1 kHz, 8 Ω)

200 mV/47 kΩ (Line) 
2.5 mV/47 kΩ  
(Phono MM)

1 V/470 Ω  
(Pre Out)

5.5 V/470 Ω   
(Pre Out)

70 mV  
(MM, 1 kHz, 0.5%)

5 Hz–100 kHz/ 
+1 dB, -3 dB  
(Direct Mode)

 
±10 dB, 50 Hz  
±10 dB, 20 kHz 

110 dB  
(Line, IHF-A) 

80 dB  
(Phono MM, IHF-A)

4 Ω–16 Ω or  
6 Ω–16 Ω

1.0 Vp-p/75 Ω 
(Component Y) 
0.7 Vp-p/75 Ω 

(Component PB/CB, 
PR/CR) 

1.0 Vp-p/75 Ω 
(Composite) 

 
 

5 Hz–100 MHz  
(+0 dB, -3 dB)

 
87.5 MHz–108 MHz 
522 kHz–1,611 kHz

40 Stations

AC 220–240 V~,  
50/60 Hz

1,010 W

435 x 198.5 x  
463.5 mm

25.0 kg 

 
180 W/Ch  

(6 Ω, 1 kHz, 1%,  
1 Channel Driven, 

IEC) 

300 W (3 Ω, Front) 
250 W (4 Ω, Front) 
150 W (8 Ω, Front)

0.08%  
(20 Hz–20 kHz,  
Rated Power)

60  
(Front, 1 kHz, 8 Ω)

200 mV/47 kΩ (Line) 
2.5 mV/47 kΩ  
(Phono MM)

200 mV/470 Ω  
(Line Out)

4.6 V/470 Ω  
(Line Out)

70 mV  
(MM, 1 kHz, 0.5%)

5 Hz–100 kHz/ 
+1 dB, -3 dB  
(Direct Mode)

 
±10 dB, 50 Hz  
±10 dB, 20 kHz 

110 dB  
(Line, IHF-A) 

80 dB  
(Phono MM, IHF-A)

4 Ω–16 Ω or  
6 Ω–16 Ω

1.0 Vp-p/75 Ω  
(Component Y) 
0.7 Vp-p/75 Ω 

(Component PB/CB, 
PR/CR) 

1.0 Vp-p/75 Ω 
(Composite) 

 
 

5 Hz–100 MHz  
(+0 dB, -3 dB)

 
87.5 MHz–108 MHz 
522 kHz–1,611 kHz

40 Stations

AC 220–240 V~,  
50/60 Hz

720 W

435 x 198.5 x  
435.5 mm

18.3 kg 

 
160 W/Ch  

(6 Ω, 1 kHz, 1%,  
1 Channel Driven, 

IEC)

240 W (3 Ω, Front) 
210 W (4 Ω, Front) 
120 W (8 Ω, Front)

0.08%  
(20 Hz–20 kHz,  

Half Power)

60  
(Front, 1 kHz, 8 Ω)

 
200 mV/47 kΩ (Line) 

200 mV/2.2 kΩ  
(Line Out)

2.0 V/2.2 kΩ  
(Line Out)

— 

5 Hz–100 kHz/ 
+1 dB, -3 dB  
(DSP Bypass)

 
±10 dB, 30 Hz  
±10 dB, 20 kHz 

106 dB  
(Line, IHF-A) 

 

4 Ω–16 Ω or  
6 Ω–16 Ω

1.0 Vp-p/75 Ω  
(Component Y) 
0.7 Vp-p/75 Ω 

(Component PB/CB, 
PR/CR) 

1.0 Vp-p/75 Ω 
(Composite) 

 
 

5 Hz–100 MHz 
(+0 dB, -3 dB)

 
87.5 MHz–108 MHz 
522 kHz–1,611 kHz

40 Stations

AC 220–240 V~,  
50/60 Hz

620 W

435 x 173.5 x  
328 mm

11.0 kg 

 
130 W/Ch  

(6 Ω, 1 kHz, 1%,  
1 Channel Driven, 

IEC)

180 W (3 Ω, Front) 
160 W (4 Ω, Front) 
100 W (8 Ω, Front)

0.08%  
(20 Hz–20 kHz,  

Half Power)

60  
(Front, 1 kHz, 8 Ω)

 
200 mV/47 kΩ (Line) 

200 mV/2.2 kΩ (Line 
Out)

2.0 V/2.2 kΩ  
(Line Out)

— 

5 Hz–100 kHz/ 
+1 dB, -3 dB  
(DSP Bypass)

 
±10 dB, 50 Hz  
±10 dB, 20 kHz 

100 dB  
(Line, IHF-A) 

 

6 Ω–16 Ω  

1.0 Vp-p/75 Ω  
(Component Y) 
0.7 Vp-p/75 Ω 

(Component PB/CB, 
PR/CR) 

1.0 Vp-p/75 Ω 
(Composite) 

 
 

5 Hz–100 MHz  
(+0 dB, -3 dB)

 
87.5 MHz–108 MHz 
522 kHz–1,611 kHz

40 Stations

AC 220–240 V~,  
50/60 Hz

450 W

435 x 173.5 x  
328 mm

9.4 kg 

 
 

— 
 

 
— 

0.05%  
(20 Hz–20 kHz,  
Rated Power)

— 

200 mV/47 kΩ (Line) 
2.5 mV/47 kΩ  
(Phono MM)

1 V/470 Ω  
(Pre Out)

5.5 V/470 Ω 
(Pre Out)

70 mV  
(MM, 1 kHz, 0.5%)

5 Hz–100 kHz/ 
+1 dB, -3 dB  
(Direct Mode)

 
±10 dB, 50 Hz  
±10 dB, 20 kHz 

110 dB  
(Line, IHF-A) 

80 dB  
(Phono MM, IHF-A)

—  

1.0 Vp-p/75 Ω 
(Component and  

S-Video Y) 
0.7 Vp-p/75 Ω 

(Component PB/CB, 
PR/CR) 

0.28 Vp-p/75 Ω 
(S-Video C) 

1.0 Vp-p/75 Ω 
(Composite)

5 Hz–100 MHz  
(+0 dB, -3 dB)

 
87.5 MHz–108 MHz 
522 kHz–1,611 kHz

40 Stations

AC 220–240 V~, 
50/60 Hz

110 W

435 x 198.5 x  
453.5 mm

14.0 kg 

 
200 W/Ch  

(6 Ω, 1 kHz, 1%,  
1 Channel Driven, 

IEC)

320 W (3 Ω, Front) 
270 W (4 Ω, Front) 
160 W (8 Ω, Front)

0.05%  
(20 Hz–20 kHz,  
Rated Power)

60  
(Front, 1 kHz, 8 Ω)

200 mV/47 kΩ (Line) 
2.5 mV/47 kΩ  
(Phono MM)

1 V/470 Ω  
(Pre Out)

5.5 V/470 Ω  
(Pre Out)

70 mV  
(MM, 1 kHz, 0.5%)

5 Hz–100 kHz/ 
+1 dB, -3 dB  
(Direct Mode)

 
±10 dB, 50 Hz  
±10 dB, 20 kHz 

110 dB  
(Line, IHF-A) 

80 dB  
(Phono MM, IHF-A)

4 Ω–16 Ω or  
6 Ω–16 Ω

1.0 Vp-p/75 Ω 
(Component Y) 
0.7 Vp-p/75 Ω 

(Component PB/CB, 
PR/CR) 

1.0 Vp-p/75 Ω 
(Composite) 

 
 

5 Hz–100 MHz  
(+0 dB, -3 dB)

 
87.5 MHz–108 MHz 
522 kHz–1,611 kHz

40 Stations

AC 220–240 V~,  
50/60 Hz

850 W

435 x 198.5 x  
463.5 mm

23.0 kg 

 
170 W/Ch  

(6 Ω, 1 kHz, 1%,  
1 Channel Driven, 

IEC)

250 W (3 Ω, Front) 
220 W (4 Ω, Front) 
130 W (8 Ω, Front)

0.08%  
(20 Hz–20 kHz,  
Rated Power)

60  
(Front, 1 kHz, 8 Ω)

200 mV/47 kΩ (Line) 
2.5 mV/47 kΩ  
(Phono MM)

200 mV/470 Ω  
(Line Out)

4.6 V/470 Ω  
(Line Out)

70 mV  
(MM, 1 kHz, 0.5%)

5 Hz–100 kHz/ 
+1 dB, -3 dB  
(DSP Bypass) 

 
±10 dB, 50 Hz  
±10 dB, 20 kHz 

106 dB  
(Line, IHF-A) 

80 dB  
(Phono MM, IHF-A)

4 Ω–16 Ω or  
6 Ω–16 Ω

1.0 Vp-p/75 Ω  
(Component Y) 
0.7 Vp-p/75 Ω 

(Component PB/CB, 
PR/CR) 

1.0 Vp-p/75 Ω 
(Composite) 

 
 

5 Hz–100 MHz  
(+0 dB, -3 dB)

 
87.5 MHz–108 MHz 
522 kHz–1,611 kHz

40 Stations

AC 220–240 V~,  
50/60 Hz

640 W

435 x 174 x  
379 mm

12.1 kg 

 
130 W/Ch  

(6 Ω, 1 kHz, 1%,  
1 Channel Driven, 

IEC)

180 W (3 Ω, Front) 
160 W (4 Ω, Front) 
100 W (8 Ω, Front)

0.08%  
(20 Hz–20 kHz,  

Half Power)

60  
(Front, 1 kHz, 8 Ω)

 
200 mV/47 kΩ (Line) 

200 mV/2.2 kΩ (Line 
Out)

2.0 V/2.2 kΩ  
(Line Out)

— 

5 Hz–100 kHz/ 
+1 dB, -3 dB  
(DSP Bypass)

 
±10 dB, 50 Hz  
±10 dB, 20 kHz 

100 dB  
(Line, IHF-A) 

 

6 Ω–16 Ω  

1.0 Vp-p/75 Ω  
(Component Y) 
0.7 Vp-p/75 Ω 

(Component PB/CB, 
PR/CR) 

1.0 Vp-p/75 Ω 
(Composite) 

 
 

5 Hz–100 MHz 
(+0 dB, -3 dB)

 
87.5 MHz–108 MHz 
522 kHz–1,611 kHz

40 Stations

AC 220–240 V~,  
50/60 Hz

540 W

435 x 173.5 x  
328 mm

9.6 kg 

 
100 W/Ch  

(6 Ω, 1 kHz, 1%,  
1 Channel Driven, 

IEC)

160 W (3 Ω, Front) 
125 W (4 Ω, Front) 
85 W (8 Ω, Front)

0.08%  
(20 Hz–20 kHz,  

Half Power)

60  
(Front, 1 kHz, 8 Ω)

 
200 mV/47 kΩ (Line) 

200 mV/2.2 kΩ  
(Line Out)

2.0 V/2.2 kΩ  
(Line Out)

— 

5 Hz–100 kHz/ 
+1 dB, -3 dB  
(DSP Bypass)

 
±10 dB, 50 Hz  
±10 dB, 20 kHz 

100 dB  
(Line, IHF-A) 

 

6 Ω–16 Ω  

1.0 Vp-p/75 Ω  
(Component Y) 
0.7 Vp-p/75 Ω 

(Component PB/CB, 
PR/CR) 

1.0 Vp-p/75 Ω 
(Composite)  

 
 

5 Hz–100 MHz  
(+0 dB, -3 dB)

 
87.5 MHz–108 MHz 
522 kHz–1,611 kHz

40 Stations

AC 220–240 V~,  
50/60 Hz

340 W

435 x 150 x  
318 mm

7.6 kg 

A/V receiVers TX-NR5010 TX-NR3010 TX-NR818 TX-NR616 TX-NR414PR-SC5509 TX-NR1010 TX-NR717 TX-NR515 TX-SR313

Power Output 
 All Channels 

Dynamic Power 
 

THD (Total Harmonic Distortion)

Damping Factor

Input Sensitivity and Impedance 

Frequency Response

Signal-to-Noise Ratio

Speaker Impedance

Power Supply

Power Consumption

Dimensions (W x H x D)

Weight

 
220 W/Ch (6 Ω, 1 kHz,  
1 Channel Driven, IEC)

400 W (3 Ω, Front) 
300 W (4 Ω, Front) 
180 W (8 Ω, Front)

0.05% (Rated Power)

60 (Front, 1 kHz, 8 Ω)

1 V/47 kΩ (Balanced) 
2 V/22 kΩ (Unbalanced)

5 Hz–100 kHz/+1 dB, -3 dB

110 dB (Unbalanced, IHF-A)

4 Ω–16 Ω or 6 Ω–16 Ω
AC 220–240 V~, 50/60 Hz

1,050 W

435 x 198.5 x 446.5 mm

22.0 kg

9-chAnnel Amplifier PA-MC5501

Power Output  
 
 
 
 

Dynamic Power 
 
 

THD+N (Total Harmonic 
Distortion + Noise) 
 
 
 

HICC 

Damping Factor 

Input Sensitivity and Impedance 
 
 

Rated RCA Output Level and 
Impedance

Maximum RCA Output Level and 
Impedance

Phono Overload 

Frequency Response 
 
 

Tone Control 
 

Signal-to-Noise Ratio 
 

Speaker Impedance 

Power Supply

Power Consumption

Standby Power Consumption

Dimensions (W x H x D)

Weight

integrAted Amplifiers

140 W/Ch  
(4 Ω, 20 Hz–20 kHz, 0.05%,  

2 Channels Driven, IEC)   
75 W/Ch  

(8 Ω, 20 Hz–20 kHz, 0.05%,  
2 Channels Driven, IEC) 

450 W (1 Ω), 310 W (2 Ω), 230 
W (3 Ω), 180 W (4 Ω), 100 W (8 

Ω)

0.006% (Half Power)  
0.03% (1 kHz, 1 W Output) 

0.008%  
(20 Hz–20 kHz, Half Power)  

 0.03% 
 (20 Hz–20 kHz, 1 W Output)

140 A

130 (1 kHz, 8 Ω)

150 mV/47 kΩ (Line) 
2.25 mV/47 kΩ (Phono MM)   
0.18 mV/ 100 Ω (Phono MC)

1 V/ 300 Ω (Pre Out) 

5 V/ 300 Ω (Pre Out) 

70 mV (MM, 1 kHz, 0.5%) 
5.2 mV (MC, 1 kHz, 0.5%)

10 Hz–100 kHz/+0 dB, -1 dB (1 
W, Line) 

1 Hz–250 kHz/+0 dB, -3 dB  
(1 W, 8 Ω)

±10 dB, 80 Hz (Bass) 
±10 dB, 10 kHz (Treble) 

107 dB (Line, IHF-A) 
60 dB (Phono MM, IHF-A) 
70 dB (Phono MC, IHF-A)

4 Ω–16 Ω (A or B) 
8 Ω–16 Ω (A + B)

AC 230 V~, 50 Hz

300 W

0.2 W

435 x 175 x 435 mm

18.5 kg

  75 W/Ch  
(8 Ω, 1 kHz, 0.08%,  

2 Channels Driven, IEC) 
 
 
 

 
— 

 0.08% (1 kHz, 1 W Output) 
 
 
 
 

—

60 (1 kHz, 8 Ω)

175 mV/33 kΩ (Line) 
4.8 mV/47 kΩ (Phono MM)   

0.175 V/ 2.2 kΩ (Rec Out) 

— 

100 mV (MM, 1 kHz, 0.5%) 

10 Hz–100 kHz/+1 dB, -3 dB 
(Line 1) 

 

±14 dB, 100 Hz (Bass) 
±14 dB, 10 kHz (Treble) 
+8 dB, 80 Hz (PM Bass)

110 dB (Line, IHF-A) 
80 dB (Phono MM, IHF-A) 

4 Ω–16 Ω (A or B) 
8 Ω–16 Ω (A + B)

AC 230 V~, 50 Hz

160 W

0.3 W

435 x 139 x 330.3 mm

8.2 kg

140 W/Ch  
(4 Ω, 20 Hz–20 kHz, 0.05%,  

2 Channels Driven, IEC)   
75 W/Ch  

(8 Ω, 20 Hz–20 kHz, 0.05%,  
2 Channels Driven, IEC) 

450 W (1 Ω), 310 W (2 Ω), 230 
W (3 Ω), 180 W (4 Ω), 100 W (8 

Ω)

0.006% (Half Power)  
0.03% (1 kHz, 1 W Output) 

0.008%  
(20 Hz–20 kHz, Half Power)   

0.03%  
(20 Hz–20 kHz, 1 W Output)

100 A

130 (1 kHz, 8 Ω)

150 mV/47 kΩ (Line) 
2.25 mV/47 kΩ (Phono MM) 
0.18 mV/ 100 Ω (Phono MC)

1 V/ 300 Ω (Pre Out) 

5 V/ 300 Ω (Pre Out) 

70 mV (MM, 1 kHz, 0.5%) 
5.2 mV (MC, 1 kHz, 0.5%)

10 Hz–100 kHz/+0 dB, -1 dB (1 
W, Line) 

1 Hz–250 kHz/+0 dB, -3 dB  
(1 W, 8 Ω)

±10 dB, 80 Hz (Bass) 
±10 dB, 10 kHz (Treble) 

107 dB (Line, IHF-A) 
60 dB (Phono MM, IHF-A) 
70 dB (Phono MC, IHF-A)

4 Ω–16 Ω (A or B) 
8 Ω–16 Ω (A + B)

AC 230 V~, 50 Hz

290 W

0.2 W

435 x 174.5 x 431 mm

18.1 kg

65 W/Ch  
(8 Ω, 1 kHz, 0.08%,  

2 Channels Driven, IEC)  
 
 

 
— 

 0.08% (1 kHz, 1 W Output) 
 
 
 
 

—

60 (1 kHz, 8 Ω)

175 mV/33 kΩ (Line) 
4.8 mV/47 kΩ (Phono MM)   

0.175 V/ 2.2 kΩ (Rec Out) 

— 

100 mV (MM, 1 kHz, 0.5%) 

10 Hz–100 kHz/+1 dB, -3 dB 
(Line 1) 

 

±14 dB, 100 Hz (Bass) 
±14 dB, 10 kHz (Treble) 
+8 dB, 80 Hz (PM Bass)

105 dB (Line, IHF-A) 
80 dB (Phono MM, IHF-A) 

4 Ω–16 Ω (A or B) 
8 Ω–16 Ω (A + B)

AC  230 V~, 50 Hz

135 W

0.3 W

435 x 139 x 330.3 mm

7.4 kg

A-9000R A-9050A-9070 A-9030
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Due to a policy of continuous product improvement, Onkyo reserves the right to change specifications and appearance without notice.
THX, THX Ultra2 Plus, THX Select2 Plus, THX I/S Plus, and the THX logo are trademarks of THX Ltd., which are registered in some jurisdictions. All rights 
reserved. 
Manufactured under license from Dolby Laboratories. Dolby, Pro Logic, and the double-D symbol are trademarks of Dolby Laboratories. 
DTS, DTS-HD, the Symbol, & DTS or DTS-HD and the Symbol together are registered trademarks of DTS, Inc. © DTS, Inc. All rights reserved. 
HQV, StreamClean, and Auto HQV are trademarks or registered trademarks of Integrated Device Technology, Inc. 
Manufactured under license from Audyssey Laboratories. U.S. and foreign patents pending. Audyssey MultEQ XT32, Audyssey 2EQ, Audyssey Dynamic 
EQ, Audyssey Dynamic Volume, and Audyssey DSX are registered trademarks of Audyssey Laboratories, Inc.
HDMI, the HDMI logo, and High-Definition Multimedia Interface are trademarks or registered trademarks of HDMI Licensing LLC in the United States 
and other countries.
AirPlay, the AirPlay logo, iPad, iPhone, iPod, iPod classic, iPod nano, iPod shuffle, and iPod touch are trademarks of Apple Inc., registered in the U.S. and 
other countries. “Made for iPod”, “Made for iPhone” and “Made for iPad” mean that an electronic accessory has been designed to connect specifically 
to iPod, iPhone, or iPad, respectively, and has been certified by the developer to meet Apple performance standards. Apple is not responsible for the 
operation of this device or its compliance with safety and regulatory standards. Please note that the use of this accessory with iPod, iPhone, or iPad 
may affect wireless performance.
Android is a trademark of Google Inc. 
InstaPrevue and the InstaPrevue logo are trademarks or registered trademarks of Silicon Image, Inc. in the United States and other countries. 
MHL, the MHL Logo, and Mobile High-Definition Link are trademarks or registered trademarks of MHL LLC in the United States and other counties.
Qdeo and QuietVideo are trademarks of Marvell or its affiliates.
Windows 7, Windows Media, and the Windows logo are trademarks or registered trademarks of Microsoft Corporation in the United States and/or other 
countries.
DivX Certified® to play DivX® and DivX Plus HD (H.264/MKV) video up to 1080p HD, including premium content.
Blu-ray Disc, Blu-ray, Blu-ray 3D, BD-Live, BONUSVIEW, and the logos are trademarks of the Blu-ray Disc Association.
The Bluetooth word mark and logos are owned by the Bluetooth SIG, Inc. 
aptX is a registered trademark of CSR plc.
Sonic Emotion Absolute 3D is the listening experience. Sonic Emotion and  are registered trademarks of Sonic Emotion ag.

 and  are trademarks of SRS Labs, Inc. WOW HD and TruVolume technologies are incorporated under license from SRS Labs, Inc.
x.v.Color is a trademark of Sony Corporation. 
AVCHD and the AVCHD logo are trademarks of Panasonic Corporation and Sony Corporation.
WRAT, VLSC, Theater-Dimensional, CinemaFILTER, Music Optimizer, and OMF are trademarks of Onkyo Corporation. 
All other trademarks and registered trademarks are the property of their respective holders.
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S P E C I F I C AT I O N S

Frequency Range (Digital Audio) 
 BD 
 DVD Linear Sound 
 
 Audio CD

S/N Ratio (Digital Audio)

Audio Dynamic Range  
(Digital Audio)

THD (Digital Audio)

Wow and Flutter

Composite Video Output/ 
Impedance

Component Video Output/ 
Impedance

Component Video  
Frequency Response

Audio Output/Impedance 
 Digital (Optical) 
 Digital (Coaxial) 
 Analog Audio

Power Supply

Power Consumption

Dimensions (W x H x D)

Weight

Power Output 

Dynamic Power 

THD+N (Total Harmonic 
Distortion + Noise)

Damping Factor

Input Sensitivity and Impedance 
 Line 
 Phono MM

Rated RCA Output Level and 
Impedance

Maximum RCA Output Level and 
Impedance

Phono Overload 

Frequency Response

Tone Control 

Signal-to-Noise Ratio  

Speaker Impedance 

Video Input Sensitivity/Output 
Level and Impedance 

Tuning Frequency Range 
 FM 
 AM

Power Supply 

Power Consumption

Dimensions (W x H x D)

Weight

Frequency Response

Signal-to-Noise Ratio

Dynamic Range

THD (Total Harmonic Distortion)

Power Supply

Power Consumption

Dimensions (W x H x D)

Weight

Power Output (2-Ch Stereo) 
 
 
 
 
 
 

Power Output (BTL Mono) 
 
 
 
 
 
 

Dynamic Power 
 

THD+N (Total Harmonic 
Distortion + Noise) 

Damping Factor

Input Sensitivity and Impedance 

Frequency Response 
 

Signal-to-Noise Ratio  

Speaker Impedance 
  

Power Supply

Power Consumption

Dimensions (W x H x D)

Weight 

 
4 Hz–88 kHz (192 kHz) 
4 Hz–44 kHz (96 kHz), 
4 Hz–22 kHz (48 kHz) 

4 Hz–20 kHz (44.1 kHz)

100 dB

98 dB 

0.005% (1 kHz)

Below threshold of measurability

1.0 Vp-p/75 Ω 

Y: 1.0 Vp-p/75 Ω 
PB/PR: 0.7 Vp-p/75 Ω

5 Hz–50 MHz  

 
-22.5 dBm 

0.5 Vp-p/75 Ω 
2.0 V (rms)/more than 1 kΩ
AC 110–240 V~, 50/60 Hz

23 W

435 x 104 x 313 mm

4.7 kg

130 W/Ch (6 Ω, 1 kHz, 1%,  
1 Channel Driven, IEC) 

180 W/Ch (3 Ω),  
160 W/Ch (4 Ω), 100 W/Ch (8 Ω)

0.08%  
(20 Hz–20 kHz, Half Power)

60 (1 kHz, 8 Ω)

 
200 mV/47 kΩ 
2.5 mV/47 kΩ
200 mV/2.2 kΩ  

(Rec Out)

2.0 V/2.2 kΩ  
(Rec Out)

60 mV (MM, 1 kHz, 0.5%)

5 Hz–100 kHz (+1 dB, -3 dB)

±10 dB, 50 Hz (Bass) 
±10 dB, 20 kHz (Treble)

106 dB (IHF-A, Line) 
80 dB (IHF-A, Phono MM)

4 Ω–16 Ω (A or B),  
8 Ω–16 Ω (A + B)

1.0 Vp–p/75 Ω  
(Composite)

 
87.5 MHz–108 MHz 
522 kHz–1,611 kHz

AC 230 V~, 50 Hz

295 W

435 x 149.5 x 328 mm

8.8 kg

150 W/Ch (4 Ω, 20 Hz–20 kHz, 
0.05%, 2 Channels Driven, IEC) 
80 W/Ch (8 Ω, 20 Hz–20 kHz, 

0.05%, 2 Channels Driven, IEC) 
170 W/Ch (4 Ω, 1 kHz, 1%,  

2 Channels Driven, IEC) 
100 W/Ch (8 Ω, 1 kHz, 1%,  

2 Channels Driven, IEC)

220 W/Ch (4 Ω, 20 Hz–20 kHz, 
0.05%, 1 Channels Driven, IEC) 
180 W/Ch (8 Ω, 20 Hz–20 kHz, 
0.05%, 1 Channels Driven, IEC) 

250 W/Ch (4 Ω, 1 kHz, 1%,  
1 Channels Driven, IEC) 

200 W/Ch (8 Ω, 1 kHz, 1%,  
1 Channels Driven, IEC)

460 W (1 Ω), 320 W (2 Ω),  
245 W (3 Ω), 196 W (4 Ω),  
142 W (6 Ω), 110 W (8 Ω)

0.005% (1 kHz, Half Power) 
0.02% (20 Hz–20 kHz,  

Half Power)

130 (1 kHz, 8 Ω)

1.4 V/10 kΩ (BTL) 
700 mV/10 kΩ (RCA)

10 Hz–100 kHz/0 dB,  
-1 dB (1 W) 

1 Hz–250 kHz/-3 dB (1 W/8 Ω)

110 dB (RCA, IHF-A) 

 
4 Ω–16 Ω 

6 Ω–16 Ω (BTL)

AC 230 V~, 50 Hz

280 W

435 x 187.5 x 432.5 mm

23.5 kg

 
 
 

— 
 
 
 

 
 
 

— 
 
 
 

 
— 

0.005% 
(20 Hz–20 kHz, Half Power) 

—

200 mV/47 kΩ (Line) 
2.7 mV/47 kΩ (Phono MM)

5 Hz–100 kHz/0 dB,  
-3 dB (Line) 

110 dB (Direct, IHF-A) 
80 dB (Phono, MM)

 
— 
—

AC 230 V~, 50 Hz

29 W

435 x 99 x 333.1 mm

11.0 kg

 
4 Hz–88 kHz (192 kHz) 
4 Hz–44 kHz (96 kHz), 
4 Hz–22 kHz (48 kHz) 

4 Hz–20 kHz (44.1 kHz)

—

— 

—

Below threshold of measurability

— 

— 

— 

 
-22.5 dBm 

— 
— 

AC 100–240 V~, 50/60 Hz

17 W

435 x 57.3 x 201 mm

1.7 kg

130 W/Ch (6 Ω, 1 kHz, 1%,  
1 Channel Driven, IEC) 

180 W/Ch (3 Ω),  
160 W/Ch (4 Ω), 100 W/Ch (8 Ω)

0.08%  
(20 Hz–20 kHz, Half Power)

60 (1 kHz, 8 Ω)

 
200 mV/47 kΩ 
2.5 mV/47 kΩ
200 mV/2.2 kΩ  

(Rec Out)

2.0 V/2.2 kΩ  
(Rec Out)

60 mV (MM, 1 kHz, 0.5%)

5 Hz–100 kHz (+1 dB, -3 dB)

±10 dB, 50 Hz (Bass) 
±10 dB, 20 kHz (Treble)

106 dB (IHF-A, Line) 
80 dB (IHF-A, Phono MM)

4 Ω–16 Ω (A or B),  
8 Ω–16 Ω (A + B)

1.0 Vp–p/75 Ω  
(Composite)

 
87.5 MHz–108 MHz 
522 kHz–1,611 kHz

AC 230 V~, 50 Hz

278 W

435 x 149.5 x 328 mm

8.8 kg

Bd plAyers

stereo receiVers

cd plAyers

stereo AmplifiersBD-SP809

TX-8050

M-5000R P-3000RBD-SP309

TX-8030

2 Hz–20 kHz

116 dB

100 dB

0.0015%

AC 230 V~, 50 Hz

18 W

435 x 99 x 315.2 mm

12.0 kg

2 Hz–20 kHz

116 dB

100 dB

0.0025%

AC 230 V~, 50 Hz

23 W

435 x 101 x 306 mm

6.4 kg

4 Hz–20 kHz

107 dB

100 dB

0.0029%

AC 220–240 V~, 50/60 Hz

12 W

435 x 101 x 306 mm

5.3 kg

C-7000R C-7070 C-7030

CONNECT WITH US AND STAY INFORMED VIA OUR OFFICIAL ONLINE CHANNELS


